Wrist Camera Software 
(WQV Link Ver.3.0) 
User's Guide 



Important! 

Before using WQV Link 3.0 to exchange data between your Wrist Camera and 
computer, perform one of the connection and installation procedures described 
below. 



If your computer has a built-in IR port 



See the documentation that comes with your computer for details about anything 
you might need to do to enable IR data communication. 



Install the WQV Link 3.0 application on your computer (page 35). 



Start up WQV Link 3.0 (page 39). 



If your computer does not have a built-in IR port 



Connect the CASIO PAD-2B adapter (page 38) or PAD-5 IR 
adapter (page 37) to your computer. 



Install the driver required for the IR adapter you are using. 

• Windows 98/98SE Users - page 7 

• Windows Me Users - page 1 7 

• Windows 2000 Users - page 25 



Install the WQV Link 3.0 application on your computer (page 35). 



Start up WQV Link 3.0 (page 39). 
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Trademarks 

Microsoft and Windows are either registered trademarks or trademarks of Microsoft Corporation 
in the United States and/or other countries. 

All other product, service and company names mentioned herein may be the trademarks of their 
respective owners. 



• The contents of this manual are subject to change without notice. 

• The specifications of this software are subject to change without notice. 

• In no event shall CASIO COMPUTER CO., LTD. be liable to anyone for special, collateral, 
incidental, or consequential damages in connection with or arising out of the purchase or 
use of these materials. Moreover, CASIO COMPUTER CO., LTD. shall not be liable for any 
claim of any kind whatsoever against the use of these materials by any other party. 

• This manual and the software it describes are owned by CASIO COMPUTER CO., LTD. 
The structure, organization, and code of the software are the valuable trade secrets of 
CASIO. 

• Sample displays shown in this manual may differ somewhat from the displays actually 
produced by the product. 



Copyright Notice 

No part of this publication may be reproduced, transmitted, transcribed, stored in a retrieval 
system, or translated into any human or computer language, in any form or by any means, 
without the express written permission of CASIO COMPUTER CO., LTD. 



Copyright 2001 CASIO COMPUTER CO., LTD. All rights reserved. 
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Introduction 



WQV Link 3.0 makes it possible to exchange image data between your CASIO 
Wrist Camera and a computer. 

For image data management and editing, use the bundled application or some 
other commercially available image editing application. 
You can use any of the following to establish a connection between your Wrist 
Camera and computer for exchanging image data. 

• Your computer's built-in IR port 

• The CASIO PAD-5 USB IR adapter 

• The CASIO PAD-2B 9-pin serial IR adapter 

Depending on your geographic area the PAD-5 or PAD-2B may be bundled with 
your Wrist Camera. In some areas, they are available as options. 



Operating Precautions 

• This software (WQV Link 3.0) does not support data communication with a 
WQV-1 Series, WQV-2 Series, or WQV-3 Series Wrist Camera. 

• Check the following points whenever you have problems transferring images 
between your Wrist Camera and computer. 

□ Is another application using the same COM port? 

□ Is the COM port set up correctly? 

□ Are the Wrist Camera and IR adapter positioned correctly? 

□ Is the computer's built-in IR port or the IR adapter you are using configured 
correctly? 

□ Is the IR driver installed correctly on your computer? 

□ Are you following proper procedures for IR data communication? 

• Anti-virus software, file utilities, and other resident software can generate 
interrupts that interfere with or even interrupt data communication. If this 
happens, quit the resident software applications. See the user documentation 
that comes with each application or contact the manufacturer of the application 
for information about how to quit it. 

• After performing an IR data communication operation, check the receiving 
device to make sure that the data was transferred correctly. Proper data 
communication may not be possible due to communication conditions, Wrist 
Camera memory capacity, image file format, etc. 
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• This software supports JPEG and BMP format image data. It does not support 
progressive JPEG. Using this application to perform a drag and drop operation 
with a BMP image automatically converts the image to JPEG format. Before 
trying to use this application to transfer another type of image file, you must first 
use some image editing application to convert the image to JPEG or BIN 
format. Note that transfer of other JPEG format files also may not be 
supported. 

• Always maintain backup copies of important images to avoid losing them 
through accidental deletion, etc. 

• For information about using the image editing application on the bundled CD- 
ROM, see the user documentation that is also included on the CD-ROM. 

• You can input text data on the Wrist Camera and attach it to images. Wrist 
Camera supports input of upper-case alphabetic characters (A to Z), numbers 
(0 to 9), spaces, and certain symbols (&,',(,), , ,-,.,/,:,?,_, ~ , •). 

• The • and ~ characters input on the CASIO Wrist Camera appear respectively 
as * and ~ when the text is uploaded to a computer. Conversely, * and ~ input on 
a computer appear as • and ~ when downloaded to the CASIO Wrist Camera. 
Any unsupported character (see above) input on a computer is replaced by a 
space when downloaded to the CASIO Wrist Camera. 

About This Manual... 

This manual explains how to use the WQV Link 3.0 PC link software for the CASIO 
Wrist Camera. It does not include any information about standard Windows operations 
and assumes that you are already familiar with the following basic Windows operations. 

• Mouse operations including click, double-click, drag, drag and drop, etc. 

• Menu operations 

• Text input 

• Standard window operations 

See the documentation that came with your Windows package if you need further 
information about these and other Windows operations. 

Note 

This manual describes operation of WQV Link 3.0 running on the English version of 
Windows. Because of this, file names, menu commands, icon names, button 
names, and other on-screen information is indicated in English only. 
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Getting Ready 



This section provides information you need to get WQV Link 3.0 up and running. 
Minimum Computer System Requirements 

The following are the minimum computer system requirements to run WQV Link 3.0. 

• Computer: IBM PC/AT compatible 

• Operating System: Windows 98, 98SE, 2000, or Me 

• CPU: Pentium 166MHz or higher 

• RAM: At least 64MB 

• Hard Disk: At least 50MB of free space available 

• IR data communication capabilities (any one of the following) 

• Computer's built-in IR port (You cannot use a PAD IR adapter if your 
computer has a built-in IR port.) 

• PAD-5 USB IR adapter 

• PAD-2B 9-pin serial IR adapter 

The above are minimum computer system requirements. 

They do not guarantee that the application will run correctly on any particular 

computer system. 

• Monitor: 800 x 600 dots, at 1 6-bit high-color or greater recommended 

• Other: CD-ROM drive, keyboard, mouse or other equivalent pointing device 
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Configuring Your System for IR Data 
Communication 



Before you install WQV Link 3.0, you first need to configure your computer for IR 
data communication. The procedure you should use to do this depends on the OS 
your computer is running. It also depends on whether you are using your 
computer's built-in IR port, or a PAD IR adapter. 

Windows 98/98SE 

Use one of the following procedures to configure your computer for IR data 
communication. 

Important! 

If your computer has a built-in IR port, it has an IR driver for the port already 
installed. Do not use a PAD IR adapter with a computer that has a built-in IR port. 

■ Using the Computer's Built-in IR Port 

In this case, you can use the built-in IR port without performing a particular setup 
procedure. See the documentation that came with your computer for more 
information. 

■ Using the PAD-5 USB IR Adapter 

In order to use the PAD-5 IR adapter, you must first install its driver. 
To install the PAD-5 driver 

1 - Insert the CD-ROM with the PAD-5 driver into your computer's CD-ROM drive. 

2. Plug the PAD-5 into your computer's USB port. 

3- When your system detects the new hardware, it displays an Add New 
Hardware Wizard dialog box. 
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4. Click Next. 



Add New Hardware Wizard 




5- On the next screen, select Search for the best driver for your device 
(Recommended) and then click Next. 



Add New Hardware Wizard 
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6- On the next screen that appears, select the Specify the location option, click 
Browse, navigate to the CD-ROM, and then select the Win98 folder inside the 
PAD5Driver folder. Finally, click Next. 



Add New Hardware Wizard 



Windows will search for new drivers in its driver database 
on your hard drive, and in any of the following selected 
locations. Click Next to start the search. 



Uncheck 




Browse for Folder 



Select the folder that contains driver information (.INF 
this device. 



file) for 



£jl My Computer 
B-rJj} 3h Floppy [A:] 
" » Loc al D i ik (C:; 
B-ig} CASIO_WQV10 (D: 
Q Auubut ng 

MAMMAI 

B-Q PAD 5D river 



IB 



m~C2 Ulead PhotoExplorer 7.0 Lite 
l -C\ WQV Link Ver. 2.0 

(Tl -TSjI Prinlrnl P^npl 



7. Follow the instructions that appear on your computer screen to complete the 
installation. 

8- After restarting your computer as instructed, open the Windows Control Panel 
and double-click the Infrared icon. 




Address |(^| Control Panel 




Control 
Panel 



Jfc Control Pa 



Printers El 
* Jaskbar & Start Menu... 
Folder Options... 
Active Desktop 



Modems Mouse 
My Computer 




■■^1 Control Panel 
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9- On the Infrared Monitor dialog box that appears, select the Option tab and 
then select Enable infrared communication. 



Q Infrared Monitor 



StatRf Options Preferences Identification 



1^ IE nable infrared communication. 

Providing application support on C0M5 and LPT4 

1^ Search for and provide status for devices within range. 
Search every |3 ^ seconds. 




I - Limit connection speed to: |1 15.2 kbps ▼ | 
W Install software for Plug and Play devices within range. 



Restore Defaults 




OK 



Cancel 



Help 



1 0- Click the Apply button and then OK to complete the installation procedure. 
To uninstall the PADS driver 

1 - Leave the PAD-5 plugged into your computer's USB port. 

2. Navigate to C:WINDOWS\SYSTEM, and delete the file named StirUSB.SYS. 

3. Navigate to C:WINDOWS\INF\OTHER, and delete the file named Deltron 
Technology Inc.CasioSTIRUSB.INF. 

4- Display Control Panel and double-click the System icon. 

5- On the System Properties dialog box, display the Device Manager tab. 

6- Expand the Network adapters item and right-click CASIO PAD-5. 

7. On the shortcut menu that appears, click Remove. 

8- In response to the confirmation message that appears, click OK to uninstall the 
driver. 

9- Restart your computer. 



Note 



You cannot use a PAD IR adapter if your computer has a built-in IR port. 

Never disconnect the PAD IR adapter from your computer while a data 
communication operation is progress. 
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■ Using the PAD-2B 9-Pin Serial IR Adapter 

In order to use the PAD-2B IR adapter, you must first install its driver. 

To install the PAD-2B driver 

1 - In the Control Panel, double-click Add New Hardware. 




Windows Update 



l |7Tj| Programs 
[ ^T"| Favorites 
Documents 




S Find 
<^t Help 
Run. 



LogOff CASIO.. 
jjJJ Shut Down... 



Address \±\ Control Panel 



Control Panel 




^ Windows Update... 



Accessibility 1 Add New #Add/Remove 
Options \ Hardware / Programs 



B1 

Printers 

* |fl laskbar & Start Menu. 
Folder Options... 
W\ Active Desktop 



Game 
Controllers 



Modems 



Nil Control Panel 



2- Click Next on the next two screens that appear. 



Add New Hardware Wizard 



Windows will now search for any new Plug and Play 
devices on your system. 

Your screen may go blank during this process. This is 
normal. 

To continue, click Newt. 




< Back 




Cancel 
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3- On the next screen that appears, select No, I want to select the hardware 
from a list, and then click Next. 



Add New Hardware Wizard 




Windows can now search for hardware that is not Plug 
and Play compatible, or you can select your hardware from 
a list. 

When Windows detects new hardware, it automatically 
determines the current settings for the device and installs 
the correct driver. For this reason it is strongly 
recommended that you have Windows search for your 
new hardware. 

Do you want Windows to search for your new hardware? 



iftnrlpHl 




£*" No, I want to select the hardware from a lisU. 




< Back^n Newt > 



Cancel 



4- On the hardware list that appear, select Network adapters and then click 
Next. 



Add New Hardware Wizard 




Select the type of hardware you want to install. 
Hardware types: 



-^Keyboard 

^/Memory Technology Drivers (MTDs) 

Modem 
§) Monitors 
^ Mouse 

:i-function 




< Hiher devic 
% PCMCIA socket 
$ Ports (COM & LPT) 



< Back 



^ Next> j 



Cancel 
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5- On the Select Device dialog box that appears, click Infrared COM port or 
dongle in the Manufacturers list and Generic Infrared Serial Port or dongle 
in the Models list, and then click OK. 



Select Device 



El 



Click the Network adapters that matches your hardware, and then click OK. 
If you don't know which model you have, click OK. If you have an installation 
disk for this device, click Have Disk. 



Manufacturers: 
J^uiea ner onvers) 



(Infrared COM port or dongl 



IrirniH PnP Srrinl Fnrr 

Infrared PnP Serial Port ( :: PNP0510) 




6. On the next screen that appears, click Finish. 

7. In response to the message asking if you want to restart your computer, click 
Yes to restart. 

8- After your computer restarts, go to the Control Panel and double-click 
Network. 
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9. On the Configuration tab of the Network dialog box, select Generic Infrared 
Serial Port or dongle and then click the Properties button. 



Configuration | Identification ] Access Control ] 
The following network components are installed: 




3 Client for Microsoft Networks 
mult hdlmlv Lugun 



P (Generic Infrared Serial Port or dongle) 



TjoO Ii u II PC I T/( Q l m iii cT fidapter 
Dial-Up Adapter 




Add.. 



Remove 



Primary Network Logon: 




File and Print Sharing... 




Description — 

A network adapter is a hardware device that physically 
connects your computer to a network. 



OK 



Cancel 



1 0- On the Advanced tab, click Serial Port in the Property list and check the 
COM port number where the PAD-2B is connected. 



Confiauration ] MpnUfir-^Unn ] A 

Driver Type ] Bindings Advanced 



I 



Click the setting you want to change on the left, and then 
select its new value on the right. 








to Ml 




COM3 






COM4 






C0M5 






C0M6 







OK 



Cancel 
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11 - In the Property list, select Infrared Transceiver and then click the T button 
next to the Value box. 

12. In the list that appears, select ESI-9680 JetEye PC and then click the OK 
button. 



Confiauration ] MpnUfir-^Unn 3 A 



(Generic Infrared Serial Port or dongle) Properties 



Driver Type | Bindings Advanced | 

Click the setting you want to change on the left, and then 
select its new value on the right. 




13- Restart your computer. 

14. After restarting your computer as instructed, open the Windows Control Panel 
and double-click the Infrared icon. 





J Address ED Control Panel 


| ! ^^ Windows Update 

1 Programs ► 
| jjT| Favorites ► 
1 \^ Documents ► 


Control 
Panel 




Date/Time Display Fonts 

* {M\ m 

ferine V Infrared / Internet 


rMS- Settinas ► 


§H Control Panel 


trollers Wiwi*__ Options 




Printers EJ 
jjjj Taskbar & Start Menu... 
_AJ Folder Options... 
%A Active Desktop > 


m ^ ^) 

board Modems Mouse 


1 ^fi Help 

W\ ^3 Bun... 


^ Windows Update... 


^ My Computer 


fl] ^ Log Off CASIO... 
tj l||JJ Shut Down... 






IjiliStarrP^j 0 ^ Control Panel 
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15- On the Infrared Monitor dialog box that appears, select the Option tab and 
then select Enable infrared communication. 



Jj Infrared Monitor 



StatlMoptions [preferences] Identification) 
V IE i = able ini r ared c omrrn n ii> : :<i n: n 




Providing application support on C0M5 and LPT4 

Search for and provide status for devices within range. 
Search every ]3 ^ seconds. 



F Limit connection speed to: 115.2 kbps 

1^ Install software for Plug and Play devices within range. 



Restore Defaults 




0= 



OK 



Cancel 



^pplj^j Help | 



1 6- Click the Apply button and then OK to complete the installation procedure. 
To uninstall the PAD-2B driver 

1 - Display Control Panel and double-click the System icon. 

2- On the System Properties dialog box, display the Device Manager tab. 

3- Expand the Network adapters item and right-click Generic Infrared Serial 
Port or dongle. 

4. On the shortcut menu that appears, click Remove. 

5- In response to the confirmation message that appears, click OK to uninstall the 
driver. 

6- Restart your computer. 
Note 

You cannot use the PAD IR adapter if your computer has a built-in IR port. 
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Windows Me 



Use one of the following procedures to configure your computer for IR data 
communication. 

Important! 

If your computer has a built-in IR port, it has an IR driver for the port already 
installed. Do not use a PAD IR adapter with a computer that has a built-in IR port. 

■ Using the Computer's Built-in IR Port 

In this case, you can use the built-in IR port without performing a particular setup 
procedure. See the documentation that came with your computer for more 
information. 

■ Using the PAD-5 USB IR Adapter 

In order to use the PAD-5 IR adapter, you must first install its driver. 
To install the PAD-5 driver 

1 - Insert the CD-ROM with the PAD-5 driver into your computer's CD-ROM drive. 

2- Plug the PAD-5 into your computer's USB port. 

3- When your system detects the new hardware, it displays an Add New 
Hardware Wizard dialog box. 

4- Select Specify the location of the driver (advanced) and then click Next. 



Add New Hardware Wizard 




Windows has found the following new hardware: 
I rD A/USB Bridge 

Windows can automatically search for and install software 
that supports your hardware. If your hardware came with 
installation media, insert it now and click Newt. 

What would you like to do? 

<~ Automatic search for a better driver (Recommended) 



(* Specify the location of the driver [Advanced! 




:Back T~NeKt> 



Cancel 
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5- Uncheck Removable Media options. Specify PAD5Driver\WINME as the 

location of the driver, and then click Next. 




6- Follow the instructions that appear on your computer screen to complete the 
installation. 

To uninstall the PADS driver 

1 - Leave the PAD-5 plugged into your computer's USB port. 

2. Navigate to C:WINDOWS\SYSTEM, and delete the file named StirUSB.SYS. 

3. Navigate to C:WINDOWS\INF\OTHER, and delete the file named Deltron 
Technology Inc.CasioSTIRUSB.INF. 

4- Display Control Panel and double-click the System icon. 

5- On the System Properties dialog box, display the Device Manager tab. 

6- Expand the Network adapters item and right-click CASIO PAD-5. 

7. On the shortcut menu that appears, click Remove. 

8- In response to the confirmation message that appears, click OK to uninstall the 
driver. 

9- Restart your computer. 
Note 

• You cannot use the PAD-5 IR adapter if your computer has a built-in IR port. 

• Never disconnect the PAD IR adapter from your computer while a data 
communication operation is progress. 

• On the Windows Control Panel, open Scanners and Cameras. If you can see 
a device named WIAIrTran-P Camera Device, delete it. 
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■ Using the PAD-2B 9-Pin Serial IR Adapter 

In order to use the PAD-2B IR adapter, you must first install its driver. 



To install the PAD-2B driver 

1 . Insert the CD-ROM with the PAD-2B driver into your computer's CD-ROM 
drive. 

2. On the Control Panel, double-click Add New Hardware. 



Ei Cchftlidl Panel 



J Eto Ed* Miw Favoiite Teds fc|cb 
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^ Hii Computer 



3- On the dialog box that appears, click Next. Click Next again on the next screen 
that appears. 

• This starts automatic detection of the new device. 



Add New Hardware Wizard 




Windows will now search for any new Plug and Play 
devices on your system. 

Your screen may go blank during this process. This is 
normal. 

To continue, click Next. 



< Back 
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4. Select No, I want to select the hardware from 
click Next. 



a list for the device and then 



Add New Hardware Wizard 




Windows can now search for hardware that is not Plug 
and Play compatible, or you can select your hardware from 
a list. 

When Windows detects new hardware, it automatically 
determines the current settings for the device and installs 
the correct driver. For this reason it is strongly 
recommended that you have Windows search for your 
new hardware. 

Do you want Windows to search for your new hardware? 



Yes [Recommended] 



? No J want to select the hardware from a list. 











0 ^ 


< Back 


£ Newt > ") 


Cancel 



5- On the hardware list that appears, select Network adapters and then click 
Next. 
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6- On the Select Device dialog box, click Have Disk. 



Select Device 



j I Click the Network adapters that matches your hardware, and then click OK. 
11 If you don't know which model you have, click OK. If you have an installation 
disk for this device, click Have Disk. 



Manufacturers: 



Models: 



i:ontroladores de red detecQI Controlador Ndis2 enistente 



(Infrared COM port or dongh |Controlador ODI existente 
|3Com 
^ccton 
^cer 

hi 




□K 



Cancel 



7- On the Install From Disk dialog box that appears, click Browse. 



Select Device 



Click the Network adapters that matches your hardware, and then click OK. 

If i inn rlnn'f IrnniAi lAihir-h mnrlpl nnii r-lir-lr l~ll^ If nnii in^f^ll^ 



Install From Disk 



. . J ] Insert the manufacturer's installation disk into 
_ f-— the drive selected, and then click OK. 



□ K 



Cancel 



3C 
Ac 
Ac 
4 



Copy manufacturer's files from: 




Have Disk.. 



OK 



Cancel 



8- On the Open dialog box, select your CD-ROM drive in the Drivers list, and 
then double-click the Esi9680 ME file. 



This automatically selects the esi9680.inf file. 
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9. Click the OK button. 




10. On the Install From Disk dialog box, click OK. 



Select Device 



*l 



Click the Network adapters that matches your hardware, and then click OK. 

If i mil rlnn'f IrnniAi lAihir-h mnrlpl nnii r-lir-lr If nnii m^f^lta 



Install From Disk 



. . J ] Insert the manufacturer's installation disk into 
_ f-—^ the drive selected, and then click OK. 



3C 
Ac 
Ac 

4 




t's files from: 




Have Disk.. 



□ K 



Cancel 



11 - On the Select Device dialog box, click OK. 



Select Device 



Click the Network adapters that matches your hardware, and then click OK. 
If you don't know which model you have, click OK. This list shows only what 
was found on the installation disk. 



Modp'- 7 -' 



MESI-96S0 XT ND Access Serial Infrared Device 




12- Click Finish and then restart your computer when instructed to do so. 
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Specifying the COM Port 

If your computer has more than one COM Port, perform the following steps to 
specify the port where the PAD-2B is connected. 



To specify the COM Port 

1 - On the Control Panel, double-click Network. 




I °sS I 

Control Panel 



Accessibility Add New Add/Remove Automatic 



JlxJxJ U n ... U-L U xl...-L Un 

Windows Update 



Options 



Hardware Programs 



Updates 



Programs 
f Documents 



^ f§l Settings 



Search 

Help 
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Date/Time Dial-Up 
Networking 



Display Folder Options 



Fonts 



Gaming 



Internet Keyboard 
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m Dial-Up Networking 
S] Printers 

Taskbar and Start Menu 



LogOff Carlos... 
j jj 10 Shut Down. .. 
;J[ S tarPfl & Control Panel 




Network § ODBC Data 
Sources (32bit) 



Passwords Power Options Printers 



Regional 
Settings 



^ My Computer 



J 



2. Under The following network components are installed:, select ESI-9680 
XTNDAccess Serial Infrared Device, and then click the Properties button. 



Configuration | Identification! Access Control | 
The following network components are installed: 



Client for Microsoft Networks 
3 Microsoft Family Logon 
'jSlM l| M .| I i 



B ESI-9680 XTNDAccess Serial Infrared Device 



!JLN 



v" ei sion i . i 




Primary Network Logon: 



| Microsoft Family Logon 
File and Print Sharing.. 



Description — 

An ESI-96S0 is an IrDA compatible external dongle which 
transmits and receives infrared 



~3 





OK | 


Cancel 
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3- On the dialog box that appears, click the Advanced tab. 

4- In the Property list, select Serial Port. Under Value, specify the COM Port 
where the PAD-2B is connected. 

5. Click the OK button. 




6- Click OK on the next screen, and then restart your computer when instructed to 
do so to complete the procedure. 

To uninstall the PAD-2B driver 

1 - Display Control Panel and double-click the System icon. 

2- On the System Properties dialog box, display the Device Manager tab. 

3- Expand the Network adapters item and right-click ESI-9680 XTNDAccess 
Serial Infrared Device. 

4- On the shortcut menu that appears, click Remove. 

5- In response to the confirmation message that appears, click OK to uninstall the 
driver. 

6- Restart your computer. 
Note 

You cannot use the PAD IR adapter if your computer has a built-in IR port. 
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Windows 2000 



Use one of the following procedures to configure your computer for IR data 
communication. 

Important! 

If your computer has a built-in IR port, it already has an IR driver for the port 
installed. Do not use a PAD IR adapter with a computer that has a built-in IR port. 

■ Using the Computer's Built-in IR Port 

In this case, you can use the built-in IR port without performing a particular setup 
procedure. See the documentation that came with your computer for more 
information. 

■ Using the PAD-5 USB IR Adapter 

In order to use the PAD-5 IR adapter, you must first install its driver. 
To install the PAD-5 driver 

1 - Insert the CD-ROM with the PAD-5 driver into your computer's CD-ROM drive. 

2- Plug the PAD-5 into your computer's USB port. 

3- When your system detects the new hardware, it displays a Found New 
Hardware Wizard dialog box. Click Next. 



Welcome to the Found New 
Hardware Wizard 

This wizard helps you install a device driver for a 
hardware device. 




To continue, click Next. 



< Back 




Next > 



Cancel 
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4- Select Search for a suitable driver for my device [recommended] and 
then click Next. 



Found New Hardware Wizard 



Install Hardware Device Drivers 



A device driver is a software program that enables a hardware device to work with BfcSS 
an operating system. ferf 



2K 



This wizard will complete the installation for this device: 
£^ IrDA/USB Bridge 

A device driver is a software program that makes a hardware device work. Windows 
needs driver files for your new device. To locate driver files and complete the 
installation click Next. 

What do you wai 



P Search for a suitable driver for my device (recommended) 



f ' Display a list of the Known drivers tor this device so that I can choose a specific 
driver 




Cancel 



5- Select Specify a location and click Next. 



Found New Hardware Wizard 



Locate Driver Files 

Where do you want Windows to search for driver files? 



Search for driver files for the following hardware device: 
IrDA/USB Bridge 

The wizard searches for suitable drivers in its driver database on your computer and in 
any of the following optional search locations that you specify. 

To start the search, click Next. If you are searching on a floppy disk or CD-ROM drive, 
insert the floppy disk or CD before clicking Next. 
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6- Navigate to the CD-ROM and specify PAD5Driver\W2K as the location of the 
driver, and then click OK. 



Found New Hardware Wizard 



Locate Driver Files 

Where do you want Windows to search for driver files? 



Found New Hardware Wizard 



Insert the manufacturer's installation disk into the drive 
selected, and then click OK. 



Lancel 




7. Follow the instructions that appear on your computer screen to complete the 
installation. 



Precautions when Using the PAD-5 under Windows 2000 

You may experience data communication problems with your Wrist Camera if 
Wireless Link is enabled on your computer. After installing the PAD-5 driver, 
perform the following procedure to disable Wireless Link image transfer. 

To disable Wireless Link image transfer 

1 - Open the Windows Control Panel and double-click Wireless Link. 
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2- Click the Image Transfer tab. 




V__Jp your computer. 
Received images — 
Transfer images to a subf older of: 



-Ux| 



|D:\Documents and Settings^AII Users\Documents 



W Explore location after receiving pictures. 




Cancel 




3. Uncheck the Use Wireless Link to transfer images from a digital camera to 
your computer option. 

4- Click OK to complete the procedure. 
To uninstall the PAD-5 driver 

1 - Leave the PAD-5 plugged into your computer's USB port. 
2- In the Control Panel, double-click Add/Remove Hardware. 
• This starts up a wizard for adding and removing hardware. 

3. Click Next. 

4. Check Uninstall/Unplug a device and click Next. 

5. Check Uninstall a device and click Next. 

6. Select CASIO PAD-5 and click Next. 

7- Check Yes, I want to uninstall this device and click Next. 

8- Click Finish. 
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Disconnectiong the PAD-5 IR Adapter 

Note the following points whenever disconnecting the PAD-5 IR adapter from your 
computer. 

• Never disconnect the PAD IR adapter from your computer while the infrared 
icon is displayed in the task bar. 

• Before disconnecting the PAD IR adapter, click the p£ (Unplug or Eject 
Hardware) icon on the task bar to check if it is safe to disconnect. 

■ Using the PAD-2B 9-Pin Serial IR Adapter 

In order to use the PAD-2B IR adapter, you must first install its driver. The following 
procedures describe how to install and uninstall the PAD-2B driver. 

To install the PAD-2B driver 

1 . In the Control Panel, double-click Add/Remove Hardware. 

• This starts up a wizard for adding and removing programs. 
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2. Click Next. 



Add/Remove Hardware Wizard 




Welcome to the Add/Remove 
Hardware Wizard 

This wizard helps you add, remove, unplug, and 
troubleshoot your hardware. 



To continue, click Next. 



< Back 




Next > 



Cancel 



3. Click Add/Troubleshoot a device and click Next. 
• This starts automatic detection of the new device. 



Add/Remove Hardware Wizard 



Choose a Hardware Task 

Which hardware task do you want to perform? 




Select the hardware task you want to perform, and then click Next. 

^^Add/Troubleshoot a devi ce "'^ fr 

Z':.:----- nnKr.- if a , e adding a new device to your computer or are having 
problems getting a device working. 

C Uninstall/Unplug a device 

Choose this option to uninstall a device or to prepare the computer to unplug a 
device. 



< Back 




Next > 



Cancel 
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4- Select Add a new device and click Next. 



Add/Remove Hardware Wizard 



Choose a Hardware Device 

Which hardware device do you want to troubleshoot? 



The following hardware is already installed on your computer. If you are having problems 
with one of these devices, select the device, and then click Newt. 

If you are attempting to add a device and it is not shown below, select Add a new 
device, and then click Next. 




Button 

Programmable interrupt controller 
,H), System timer 

m \ Direct memory access controller 

-£§ Standard 1 01 /1 02-Key or Microsoft Natural PS/2 Keyboard 
7 Printer Pnrt fl PT 11 



I Newt > 



< Back 



Cancel 



5. Check No, I want to select the hardware from the list and click Next. 



Add/Remove Hardware Wizard 



Find New Hardware 

Windows can also detect hardware that is not Plug and Play compatible. 



Eg 



When Windows detects new hardware, it checks the current settings for the device 
and installs the correct driver. 



Do you want Windows to search for your new hardware? 



a i uh MT iew naraw 
f* No, I want to select the hardware from a list 





Cancel 
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6- Select Infrared Devices and click Next. 



Add/Remove Hardware Wizard 



Hardware Type 

What type of hardware do you want to install? 



Select the type of hardware you want to install. 
Hardware types: 



S Batteries 
3J Display adapters 
QlDEATA/ATAPI controllers 
IEEE 1394 Bus host controllers 
-test 

M 

igy driver 

Modems 

&ffllU..IH_rwl r.=.ri =.l 




< Back 




Next > 



Cancel 



7- Select Extended Systems from Manufacturers and ESI-9680 JetEye Serial 
Infrared Device from Infrared Device. 



Add/Remove Hardware Wizard 



Select Infrared Device 

Which infrared device do you want to install? 



Click the Infrared Device that matches your hardware, then click OK. If you have an 
installation disk for this component, click Have Disk. 
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8. Click Next. 

• This starts installation of the hardware. 



Add/Remove Hardware Wizard 



Start Hardware Installation 

Windows is ready to install drivers for your new hardware. 




ESI-9680 JetEye Serial Infrared Device 



Windows will use default settings to install the software for this hardware device. To 
install the software for your new hardware, click Next. 



< Back Q Next > J f Cancel 



9. Click Next. 

10. Specify the COM number of the Serial Port where the PAD-2B is connected. 

11. Click Next. 



Add New Hardware Wizard 



Select the Communications Port your Infrared device is attached to, then click Next. 
Serial Port: 




12. On the next screen that appears, click Finish. 

Precaution when Using the PAD-2B under Windows 2000 

You may experience data communication problems with your Wrist Camera if 
Wireless Link is enabled on your computer. After installing the PAD-2B driver, 
perform the following procedure to disable Wireless Link image transfer. 
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To disable Wireless Link image transfer 

1 - Open the Windows Control Panel and double-click Wireless link. 

2. Click the Image Transfer tab. 

File Transfetfjrinage Transfer! Hardware | 



T5 



P Uj e Wireless Link to transfer images from a digital camera 
your computer. 

-Received images — 
Transfer images to a subf older of: 
|D:\Documents and SettingsV\ll Users\Documents 



P Explore location after receiving pictures. 



Browse.. 




□ 



□ K 



Cancel 




Apply 



3. Uncheck the Use Wireless Link to transfer images from a digital camera 
to your computer option. 

4. Click OK. 

• If, after performing the above procedure, you are unable to establish 
another wireless link for image transfer, restart your computer. 

To uninstall the PAD-2B driver 

1 - In the Control Panel, double-click Add/Remove Hardware. 

• This starts up a wizard for adding and removing programs. 

2. Click Next. 

3. Check Uninstall/Unplug a device and click Next. 

4. Click Next. 

5. Select ESI-9680 JetEye Serial Infrared Device. 

6. Click Next. 

7- Check Yes, I want to uninstall this device and click Next. 

8- On the next screen that appears, click Finish. 
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Installing and Uninstalling WQV Link 3.0 



To install WQV Link 3.0 

1 - Start up Windows and place the CD-ROM that comes bundled with the Wrist 
Camera into your computer's CD-ROM drive. 

2. Click Start, point to Settings, click Control Panel, and then double-click Add/ 
Remove Programs. 

3- Click Install (Windows 98, Windows Me) or Add New Programs (Windows 
2000). Next, follow the instructions that appear on your screen to navigate to 
the CD-ROM and run Setup.exe in the WQV Link Ver.3.0 folder. 

4. Click Finish. 

5- When the installer starts up, click Next. 



WQV Link Ver.3.0 Setup E? 




6- Read the License Agreement that appears, and then click Yes if you agree to 
be bound by its terms and conditions. 

• This displays the contents of the Information file. 

7- Make sure you carefully read the contents of the Information file, and then click 
Next. 

8- Select the directory where you want to install the application and then click Next. 

9- Select the folder where you want to install the application and then click Next. 

• This starts actual installation. 

10- After installation is complete, click Finish. 
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To uninstall WQV Link 3.0 

1 - On the Control Panel, double-click Add/Remove Programs. 
2. Select WQV Link Ver.3.0. 

3- Click Add/Remove (Windows 98, Windows Me) or Change/Remove 

(Windows 2000). 

• This uninstalls the WQV Link 3.0 application only. 
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Connecting an IR Adapter to Your Computer 



The procedure you should use to connect a PAD IR adapter depends on whether 
you are using a PAD-5 USB IR adapter or a PAD-2B 9-pin serial IR adapter. 

Important! 

• You cannot use a PAD IR adapter if your computer has a built-in IR port. Use 
your computer's built-in IR port instead. 

• If you are using the PAD-2B 9-pin serial IR adapter, make sure your computer 
is turned off before connecting the adapter. 



Connecting the PAD-5 USB IR Adapter to Your Computer 

You can connect the PAD-5 IR adapter directly to your computer's USB port. You 
can also use the USB cable that comes with the PAD-5 to connect to your 
computer and mount the PAD IR adapter on its stand. 



Direct connection 



USB cable connection 




PAD-5 adapter 



\ 


/ 














USB cable 



Stand 



Attach the USB cable connector to the stand first. 
Next, plug the PAD-5 adapter into the USB cable. 



• The PAD-5 is a USB IR adapter designed exclusively for use with the CASIO 
Wrist Camera. Use with the CASIO WQV-1 Series and WQV-2 Series Wrist 
Camera is not supported. Operation when used for IR data communication with 
another device is not guaranteed. 

• The PAD-5 is designed for root hub connection. Be sure you connect it directly 
to your computer's USB port. Proper operation is not guaranteed when the 
PAD-5 is connected to a USB port of another device. 

• Data Rate: 115.2kbps maximum 

• Range: 10cm (4 inches) maximum 

• Power Consumption: 2.2W maximum (supplied from USB port) 
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Important! 

The designs of some computers may make it impossible to connect the PAD-5 
directly to the computer's USB port. Trying to force the adapter into such a port 
creates the risk of damage to the port or adapter, fire, and electric shock. In such a 
case, connect the adapter to your computer using the USB cable that comes with 
the adapter. 

Connecting PAD-2B 9-Pin Serial IR Adapter to Your Computer 

The PAD-2B 9-pin serial IR adapter connects to the 9-pin serial port of a computer. 



\ 






/ 











The PAD-2B is a 9-pin serial adapter designed exclusively for use with the 
CASIO Wrist Camera. Note that you also need to install particular link software 
on your computer to perform data communication with a WQV-1 Series or 
WQV-2 Series Wrist Camera. Operation when used for IR data communication 
with another device is not guaranteed. 

Data Rate: 115.2kbps maximum 

Range: 10cm (4 inches) maximum 



Orientation of the PAD IR Adapter and Wrist Camera 

Orient the PAD IR adapter and Wrist Camera so they are within about 10cm 
(4 inches) of each other, at a maximum angle of about 30 degrees. 



15 degree maximum 



IR Adapter 



Wrist Camera 




10cm (4 inches) maximum 
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Basic WQV Link 3.0 Operations 



This section explains how to start up WQV Link 3.0, and how to perform various 
basic operations. 

Starting up WQV Link 3.0 

Click Start Programs CASIO Wrist Camera 3 Software WQV Link Ver.3.0. 

• To quit WQV Link 3.0, click the _x] button on the toolbar. 

Using the Toolbar 

The toolbar appears first whenever you start up WQV Link 3.0. You can perform all 
WQV Link 3.0 operations from the toolbar. 

■ Changing the Toolbar Orientation 

You can change the vertical-horizontal orientation of the toolbar by dragging it with 
your mouse as shown below. 

• See "Configuring the WQV Link Setup" on page 41 for information about 
changing the toolbar icon size and orientation 




liAl? 



T 



Drag here. 



Drag here. 



Size: Small 
(32 x 32-dot icons) 







s 










1A 


: 





Size: Large 
(40 x 40-dot icons) 
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■ Toolbar Buttons and Menu 



r 



Click to display Menu. 



Menu 



|£FWQV Link Ver.3.t 








1 |x 




< 


► 






m 







& R estore 

Move 

Size 
_ Minimize 
□ Maximize 



© © 



X Close 



AII+F4 



WQV Control Panel.. 
Scroll Back 
Scroll Forward 
Set Date Colors... 
Set Clock... 
Setup... 



Help... 

About WQV LinkVer.3.0.. 



® WQV Control Panel 

Displays the WQV Control Panel for setting the image time and date, editing 
comment text, saving images, and transferring images. 
© Scroll Back 

Click to scroll back one image on the Wrist Camera screen. Holding down this 
button scrolls back at high speed. 
® Scroll Forward 

Click to scroll forward one image on the Wrist Camera screen. Holding down this 
button scrolls forward at high speed. 
® Set Date Colors 

Displays a dialog box for exchanging Wrist Camera date color data. 
(D Set Clock 

Displays a dialog box for setting the Wrist Camera time and date. 
(D Setup 

Displays a dialog box for configuring WQV Link 3.0 properties and common image 
file name settings. 
(Z) Help 

Displays WQV Link 3.0 online help. 
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Configuring the WQV Link Setup 

Clicking the |^ button on the toolbar displays the dialog box shown below. 
You can use this dialog box to configure WQV Link 3.0 properties to suit your 
needs. 




© Startup together with the following application 

Specify an application that you want to start up whenever you start up WQV Link 
3.0. To specify an application, click the Browse button or type in the full path to the 
application, starting with the drive name. 
(D Common Image File Name 

Type in a character string you want to use as the common image file name when 

images are saved from the Wrist Camera. See "Auto File Naming Rules" on page 

46 for more information. 

Default: WQV 

(D Virtual COM Port 

This setting specifies the Virtual COM Port used for data communication with the 
Wrist Camera. When you install WQV Link 3.0, it automatically searches for the 
Virtual COM Port and makes the appropriate setting. 

You can change this setting manually in the range of COM 1 through COM 9. This 
setting is not available under Windows 2000 and Windows Me. 
® Appearance: Icons 

Select either Large (40 x 40 dots) or Small (32 x 32 dots) as the toolbar icon size. 

Default: Small 

(1) Appearance: Location 

Select either Horizontal or Vertical as the toolbar orientation. 
Default: Vertical 
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Using the WQV Control Panel 

Clicking the §p button on the toolbar displays the WQV Control Panel shown below. 



WQV Control Panel 



QCIF Size Image Folder: 
— |cAMy Documenr.s\data 




WQV2001 0811_001.jpg 

DateTime 2001/08/11 14:59 

Size 4708 

Text 



^ Save Image | Save All | Send Image | ^ 



Use the WQV Control Panel to preview images, to save images from Wrist Camera 
memory to your computer, and to send images from your computer to Wrist 
Camera. 



® Path (QCIF Size Image Folder) 

Shows the path to the folder to which images are saved or from which images are 
sent during image data communication with the Wrist Camera. You can change the 
path by clicking the Browse button. 
(D Browse 

Displays the Folder Browser dialog box for specifying the path to the folder you 
want to use for image data send and save operations. 
(D Image Area 

This area shows the image contained in the file selected on the File List ((§)). If you 
have multiple images selected, only the uppermost image appears here. 
Clicking and holding the image area selects the displayed image, which is indicated 
by a selection boundary appearing around it. 
® Indicates the Wrist Camera display area. 

Selecting this option displays a boundary that shows the part of the image that 
appears on the Wrist Camera display. The parts of the image on the left and right 
that do not fit on the display are blacked out. 











jlndicale: ihe'w'ri:! Camera di:f . . 
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(D Image file information 

This box shows the file name, recording date and time, size, and attached text (if 
any) for the file displayed in the image area. You can edit the recording date and 
time, and the attached text by clicking the Edit button. 
® File List 

This list shows all of the JPEG and BMP image files contained in the folder 
specified by the Path (©) box.You can use any of the following techniques to select 
files in the file list. 

• Click a file to select it. 

• While holding down the Shift key, you can drag across a range of images to 
select them. 

• While holding down the Ctrl key, you can click with the mouse to select 
multiple, non-consecutive images. 

(Z) Control Buttons 
Edit 

Clicking this button displays a dialog box for editing the image file information. 
Import 

Clicking this button displays a dialog box you can use to select a particular 
JPEG or BMP file and import it into the folder specified by the Path (©) box. 
Delete 

Clicking this button deletes the file or files selected in the File List ((§)). 
Save Image 

Clicking this button receives one image from the Wrist Camera and stores it in 
the folder specified by the Path (©) box. 
Save All 

Clicking this button receives all images in Wrist Camera memory and stores 
them in the folder specified by the Path (©) box. 
Send Image 

Clicking this button sends one image from the folder specified by the Path (©) 
box to the Wrist Camera. 
® Close 

Click this button to close the WQV Control Panel. 
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Communicating with Your Wrist Camera 



This section explains how to establish an IR data communication link between your 
Wrist Camera and Computer. It assumes that you have already configured your 
computer for IR data communication (page 7), and connected an PAD IR 
adapter (page 37) if your computer does not have a built-in IR port. 

After establishing an IR link, you can perform the following operations. 

• Scroll images on the Wrist Camera screen from your computer (page 44) 

• Save Wrist Camera images on your computer (page 45) 

• Send images from your computer to the Wrist Camera (page 46) 

• Make date color settings for the Wrist Camera's calendar (page 51 ) 

• Change the Wrist Camera's date and time settings (page 54) 




To prepare for image data communication 

1 . On the Wrist Camera, use the (6) button to 
enter the IR Mode. 

2- Select the PC icon ( a) and then press the 
© button to put the Wrist Camera into data 
communication standby. 

3- Align the IR port of the Wrist Camera your 
computer's built-in IR port or the PAD IR 
adapter attached to your computer. 

• Pressing the Wrist Camera's ® button 
after IR data communication is complete 
returns to the Timekeeping Mode. 



To scroll images on the Wrist Camera screen 

1 - Start up WQV Link Ver.3.0 on your computer. 

2. Prepare your Wrist Camera and computer for IR data communication (page 44). 

3- On the toolbar, click \<j to scroll the images on the Wrist Camera display back, 
or 




to scroll forward. 
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Saving Wrist Camera Images on Your Computer 

Use the following procedure to save Wrist Camera images to your computer's hard 
disk. Note that you can save a specific image or all images currently in Wrist 
Camera memory. 

• The original image in Wrist Camera memory is not deleted when you save it to 
your computer. 

To save a Wrist Camera image to your computer 
Important! 

Do not perform this operation if there are no images in Wrist Camera memory. 

1 - Start up WQV Link Ver.3.0 on your computer, and display the WQV Control Panel. 

2- On the WQV Control Panel, use the Browse button to specify the path to the 
folder where you want to save the image. 





LNJF Size Image Folder: 




f \ 


c:\Mjj DocumentsVNew Folder 


Brow e j 




3. 
4. 



Prepare your Wrist Camera and computer for IR data communication (page 44). 



Use the toolbar \< 



and > 



buttons to display the image you want to save on 
the Wrist Camera screen (page 44). 

• The above step is not necessary if you are saving all Wrist Camera images. 

5- On the WQV Control Panel, click Save Image to save the image on the Wrist 
Camera screen, or Save All to save all images currently in Wrist Camera 
memory. 

6- In response to the confirmation message that appears, click OK. 
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• This saves the image and displays its name in the file list. 

• A warning message appears if there are no images stored in Wrist Camera 
memory. Click OK to close the warning message dialog box. 




■ Auto File Naming Rules 

Wrist Camera images you save on your computer using WQV Link 3.0 are 
automatically assigned names using the following format. 

[common image file name] (specified on the WQV Setup dialog box) + [8-digit date] 
+ U + [unique 3-digit number] + extension 



Sending an Image from your Computer to the Wrist Camera 

Use the following procedure to send an image from your computer to the Wrist 
Camera. Note that you can send images one at a time only. 

• The original image on your computer is not deleted when you send it to the 
Wrist Camera. 

• You may experience problems with sending certain images to the Wrist 
Camera. 
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To send an image to the Wrist Camera 

1 - Start up WQV Link Ver.3.0 on your computer, and display the WQV Control Panel. 

2- On the WQV Control Panel, use the Browse button to specify the path to the 
folder that contains the image you want to send. 

3- In the file list, select the image you want to send. 



WQV Control Panel 



QCIF Size Image Folder: 



| c:\My Documents\data 



Browse... 




IWQV20010101_001.jpg 
IWQV20010101_002.jpg 
I WQV20010128_001.jpg 
IWQV20010128_002.jpg 
I WQV2001 01 28_003.jpg 
WQV20010411_001.jpg 
WQV20010411_002.jpg 

Vjl/ I I VV ' J I II H II U ' J 



r~ I ndicates the Wrist Camera display area. 

WQV20010811_001.jpg 

DateTime 2001/08/11 14:59 



Size 
Text 



4,708 



rw g^rjgnroCT Dg m^ — 



Edit... | 


Import... | 


Delete | 


Save image 




Save All 


Send Image | 




4- Prepare your Wrist Camera and computer for IR data communication (page 
44). 

5- On the WQV Control Panel, click Send Image to send the selected image to 
the Wrist Camera screen. 

6- In response to the confirmation message that appears, click OK. 

• This sends the image and displays it on the Wrist Camera screen. 

• A warning message appears if there are no images stored in Wrist Camera 
memory. Click OK to close the warning message dialog box. 
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Managing Wrist Camera Images and Settings on 
Your Computer 



This section explains the various image data management tasks you can perform 
on your computer using WQV Link Ver.3.0. 

Importing an Image 

You can use the following procedure to import an image from one folder into the 
folder that is selected in the WQV Control Panel Path box. 

To import an image 

1 - Start up WQV Link Ver.3.0 on your computer, and display the WQV Control 
Panel. 

2- On the WQV Control Panel, use the Browse button to specify the path to the 
folder that contains the image you want to import. 

3. On the WQV Control Panel, click the Import button. 

4- Select the image you want to import, and then click Open. 

• This imports a copy of the image (without deleting the original) and displays 
it in the image area of the WQV Control Panel. It also adds the file's name to 
the file list. 

Copying Images 

WQV Link 3.0 supports drag and drop for copying images to another application. 

To copy an image to another application that supports drag and drop 

1 - Start up WQV Link Ver.3.0 on your computer, and display the WQV Control 
Panel. 

2- On the WQV Control Panel, use the Browse button to specify the path to the 
folder that contains the image you want to copy. 

3- Start up the application to which you want to copy the image. 

4. In the WQV Control Panel File List, select the image or images you want to 
copy. 

5- Drag the image displayed in the WQV Control Panel Image Area and drop it 
into the other application. 
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Editing Image File Information 

You can use the following procedure to change the file name, recording date and 
time, and attached text of an image file. 

To edit image file information 

1 - Start up WQV Link Ver.3.0 on your computer, and display the WQV Control 
Panel. 

2- On the WQV Control Panel, use the Browse button to specify the path to the 
folder that contains the image whose file information you want to edit. 

3- In the WQV Control Panel File List, select the image whose file information you 
want to edit. 

4. Click the Edit button. 

5- Use the dialog box that appears to change the image file information. 



File Name | WQV20010625_003.jpg 

Y M D 

Record Date |2001 j-j | | 25j-j 

H M 
Record Time | 1H~j | 59 -7] 




Text 



□ K 



Cancel 



Input a file name. 

Click ▲ and T to change the 
date and time. 



Input text. 



• The following are the allowable ranges for each of the settings you can make 
when editing file information. 

Recording Date: January 1 , 2000 to December 31 , 2039 

Recording Time: 0:00 to 23:59 

Text: Up to 24 characters 

After you are finished, click OK to save your changes. 
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Deleting Images Stored on Your Computer 

The following procedure deletes one or more images from your computer. 

To delete an image 

1 - Start up WQV Link Ver.3.0 on your computer, and display the WQV Control 
Panel. 

2. On the WQV Control Panel, use the Browse button to specify the path to the 
folder that contains the image you want to delete. 

3- In the WQV Control Panel File List, select the image or images you want to 
delete. 

4. Click the Delete button. 



WQV Control Panel EJ 



QCIF Size Image Folder: 

I c:\My Docurinents\data Browse... 



WQV20010101_001.jpg 
WQV2001 01 01_002.jpg 




5- In response to the confirmation message that appears, click OK. 



WQV Link Ver 






/f\^ OK to delete? 




□K 


Cancel | 
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Configuring Wrist Camera Calendar Settings 



You can use WQV Link 3.0 to configure the date color settings for the Wrist 
Camera's Calendar screen. 

To configure Wrist Camera calendar settings 



1. 
2. 
3. 



Start up WQV Link Ver.3.0 on your computer. 

Prepare your Wrist Camera and computer for IR data communication (page 44). 



On the toolbar, click the 



button. 



If you want to edit the existing Wrist Camera date color data, click Yes in 
response to the confirmation message. If this is the first time you are setting 
date color data or if you wish to replace existing data with completely new 
data, click No. 



Save Date Color Data 



YES to save date color data from the Watch? 



Yes 



No 



Cancel 



4. If you selected Yes in the preceding step, confirm that the Wrist Camera is 
ready for data communication and then click the OK button. This transfers the 
existing Wrist Camera date color data, and displays it on your computer 
screen. 

• If you selected No, you are not ready to perform data communication yet. 



Set Date Colors 



2001 j^J 



June 



Send 



izzn 



Cancel 



Su Mo Tu We Th 



Sa 



BE 

0 00000 



18 19 20 21 22 23 
25 



26 27 28 29 



30 



Date Colors 

■ 

C Standard 

r Blue 
|ed 
Green 



Clear Date Colors... 



Day of the Week.. 



Click to change the year 
and month. 

Indicates the specified date color. 
(Default is Standard.) 



Clicking a box of a date changes the 
applicable dates to the color 
specified in Date Colors. Select 
Standard for black. 
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• See "To specify a date color for a particular day of the week" on page 52 and 
"To cancel a range of date color settings" on page 53 for other information 
about controlling date color settings. 

• If you performed a date color data receive operation before starting this 
procedure, date color will be checked on Set Date Colors dialog box in 
accordance with the received data. 

5- When the settings are the way you want, click the Send button. 

6- This displays a message asking if you want to overwrite the date color data 
currently in Wrist Camera memory. Click Yes. 

7- After making sure the Wrist Camera is ready for data communication, click the 
OK button. This starts the data transfer operation and replaces all the date 
color data in Wrist Camera memory with the settings you made above. 

• Note that all Wrist Camera date color data is replaced, even for the months 
whose settings you did not change. 



To specify a date color for a particular day of the week 

1 - On the Set Date Colors dialog box, use the Date Colors setting to select the 
color you want. 

2. Click the Day of the Week button on the Set Date Colors screen in step 4 of 
the procedure under "To configure Wrist Camera calendar settings." 



Day of the Week 



Check the days of the week whose color you 
want to change. 

Su Mo Tu We Th Fr Sa 



r r 



r r r 



□ K 



Cancel 



Putting a check mark into a 
box next to a day of the week 
changes the applicable dates 
to the color specified in Date 
Colors. Select Standard for 
black. 



3- After making the settings you want, click OK to return to the Set Date Colors 
screen. 
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To 
1. 



cancel a range of date color settings 

Click the Clear Date Colors button on the Set Date Colors screen in step 4 of 
the procedure under "To configure Wrist Camera calendar settings." 



Clear Date Colors | 



Click here to clear all 
date color settings. 

Click here to clear date 
color settings for a 
specific range of dates. 

Click to change the year, 
month and day settings. 



Color settings will be cleared for checked dates. 
HE* Clear all 

Y M D Y M D 

i i i i i 













□ K 




Cancel 









2- After making the settings you want, click OK to return to the Set Date Colors 
screen. 
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Setting the Wrist Camera Date and Time 



You can use WQV Link 3.0 to change the Wrist Camera's date and time settings. 

To change the Wrist Camera's date and time settings 

1 . Start up WQV Link Ver.3.0. 
2- On the toolbar, click 2m 



Click a box and 
then change its 
setting. 



I Set Clock 






Date: 


Y 


M D 


2001^-! 


H I H 






I I 


Time: 




| M 




36 -^j 








! Send 


Cancel 





3- Prepare your Wrist Camera and computer for IR data communication (page 44). 

4. Click the Send button. 

5. Click OK. 



Prepare for Data Transfer 



£ Put the Wrist Camera in the IR Mode, and align the IR 
((Cfl ports w ' tn eacn otner 



OK 



Cancel 



Important! 

Sending time and date settings from your computer causes the Wrist Camera's 
clock to perform zero reset. Because of this, the Wrist Camera's time setting may 
be slightly off from the setting you send it. 
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Troubleshooting 



■ Trouble Communicating with the Wrist Camera 

Check the following points whenever you experience communication problems 
between your computer and Wrist Camera. 

■ COM port setting 

If you are running WQV Link 3.0 under Windows 98, you must specify a virtual 
COM port. Open the Setup dialog box and use the Virtual COM port setting to 
specify the port. 

■ IR Data Communication 

Check the following points whenever you experience IR communication problems 
between your computer and Wrist Camera. 

□ Sunlight, fluorescent lighting, or other types of lighting can interfere with IR data 
communication. Perform your IR data communication in an area that is not 
exposed to such lighting. 

□ Interference from the remote control units of a TV or other appliance can 
interfere with IR data communication. Keep such remote-controlled devices 
away from the IR port of your computer. 

□ Data communications problems can result when the IR ports are not the correct 
distance from each other. The proper distance required between IR ports 
depends on the device you are communicating with. See the documentation 
that comes with the other device for more information. 

□ Make the COM port you are using is not being used by another application. If it 
is, quit the other application. 

■ When running under Windows Me 

On the Windows Control Panel, open Scanners and Cameras. If you can see a 
device named WIAIrTran-P Camera Device, delete it. 

■ When running under Windows 2000 

Open Wireless Link in Control Panel. On the Image Transfer tab, uncheck the 
Use Wireless Link to transfer images from a digital camera to your computer 

check box. 

■ WQV Link 3.0 Operating Precautions 

Check the following points whenever you experience operational problems with 
your Wrist Camera or with WQV Link 3.0. 
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□ Data communication cable connection 



When you are using a USB connector and serial COM port connection for IR 
data transfer between your Wrist Camera and computer, never disconnect the 
cable while data is being transferred to the Wrist Camera or computer. 

□ Screen saver 

Data communication can be interrupted by a screen saver or other software that 
forces an interrupt during WQV Link Ver.3.0 operation, especially during data 
communication with the Wrist Camera. In the worst case, such an interrupt can 
damage your computer or Wrist Camera. Because of this, you should always 
disable your screen saver whenever using WQV Link Ver.3.0. 
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